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Aggregation Switch S6720

Overview
Huawei S6720-SI series are next-generation multi-gigabit fixed switches. They are
ideal for high-speed wireless device access, 10 GE data center server access, and
campus network access/aggregation.

Key Takeaways
Link aggregation (Eth-Trunk) on S6720 switches combines multiple physical
interfaces into a single logical link to increase bandwidth, improve reliability, and
enable load balancing.

Overview

Link aggregation, also called Eth-Trunk on Huawei switches, allows multiple Ethernet
ports to operate as a single logical interface. This provides: Increased bandwidth by
combining multiple links. Redundancy: if one link fails, traffic continues on remaining
links.

Load balancing: traffic is distributed across member links based on hashing
algorithms. S6720 switches support both static and dynamic (LACP) aggregation, and
aggregated links can carry VLANs, voice VLANs, and other Ethernet services.

Configuration Steps

Enter System ViewCodeCopysystem-view Create an Eth-Trunk
InterfaceCodeCopyinterface Eth-Trunk is a unique identifier for the aggregated link.
Configure Load Balancing Mode (Optional)CodeCopyeth-trunk load-balance {src-dst-
ip | src-dst-mac | src-dst-port} Choose a method based on traffic type to optimize
distribution. Add Physical Interfaces to the Eth-TrunkCodeCopyinterface
GigabitEthernet 0/0/1eth-trunk member Repeat for each port to be aggregated.
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Enable LAC

P (for dynamic aggregation)CodeCopyinterface Eth-Trunk mode lacp LACP ensures
automatic negotiation with the peer switch.

Assign VLA

Ns to the Eth-TrunkCodeCopyinterface Eth-Trunk port link-type trunkport trunk allow-
pass vlan This allows the aggregated link to carry multiple VLANs. Verify
ConfigurationCodeCopydisplay eth-trunkdisplay eth-trunk Check member ports,
operational status, and load balancing.

Best Practices

Ensure all member ports have identical speed, duplex, and VLAN configuration.

Use LAC

P for dynamic negotiation to prevent misconfiguration. Avoid mixing access and trunk
ports in the same Eth-Trunk. Monitor link status and traffic distribution to detect
uneven load or failures.

Troubleshooting

If an Eth-Trunk fails to form, check port compatibility, VLAN settings, and LACP mode.
Use display interface and display eth-trunk to identify down or misconfigured
member ports. Ensure peer switch supports the same aggregation protocol and
configuration.

By following these steps, you can successfully configure link aggregation on Huawei
S6720 switches, improving network performance, redundancy, and scalability.

Article Content

S6720-SI Series Multi-Gigabit Switches

Huawei S6720-SI series switches are next-generation multi-gigabit 10GE fixed
switches. It can provide high-speed wireless device access and 10GE data center
server access and also function as an

S6720-SI

Huawei S6720-SI series are next-generation multi-gigabit fixed switches. They are
ideal for high-speed wireless device access, 10 GE data center server access, and
campus network access/aggregation.

Huawei S6720-SI Series Multi-Gigabit Switches
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Huawei S6720-SI series switches are Huawei-developed next-generation multigigabit
10GE fixed switches. The S6720-SI can provide high-speed wireless access, and
access for 10GE servers in

Huawei S6720-HI Series Switches Product Datasheet

One S6720-HI switch can connect to multiple aggregation switches through multiple
links, significantly improving reliability of access devices. The S6720-HI supports the
iStack function that combines

S6720-32C-SI-AC Datasheet Overview

multigigabit 10GE fixed switches. The S6720-SI can provide high-speed wireless
access, and access for 10GE servers in data centers or function as access/aggreg.

Huawei S6720-SI Series Switches

The S6720-SI series switches can be used as access or aggregation switches on
small- and medium-sized campus networks and provide 2.5G ports for high-speed AP
access, meeting the requirement

Huawei S6720 Datasheet & Price

HuaWei S6720 Series The Huawei S6720 series comprises advanced Ethernet
switches for high-performance network aggregation and access. They offer high-
density 10GE SFP+ ports (24 to 48

S6720-HI Series Full-Featured 10 GE Routing Switches

One S6720-HI switch can connect to multiple aggregation switches through multiple
links, significantly improving reliability of access devices. The S6720-HI supports the
iStack function that combines

VLAN Aggregation Configuration

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide - Ethernet
Switching This document describes the configuration of Ethernet services, including
configuring link aggregation,

Huawei S6720 Series 10GE Switches Datasheet

Product Overview The S6720 series switches are next-generation 10G box switches.
The S6720 can function as an access switch in an Internet data center (IDC) or a
core/aggregation switch on a

Huawei S6720-HI Series Switches Product Datasheet

The S6720-HI supports Smart Link and Virtual Router Redundancy Protocol (VRRP),
which implement backup of uplinks. One S6720-HI switch can connect to multiple
aggregation switches through
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S6720-50L-HI-48S Switch s6720-HI s6700 series fixed Switch ycict

S6720-HI supports SVF and functions as a parent switch. With this virtualization
technology, a physical network with the “Small-sized core/aggregation switches +
Access switches + APs” structure can be

Summary of Link Aggregation Configuration Tasks

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide - Ethernet
Switching This document describes the configuration of Ethernet services, including
configuring link aggregation,

Understanding VLAN Aggregation

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide - Ethernet
Switching This document describes the configuration of Ethernet services, including
configuring link aggregation,

Basic Concepts of Link Aggregation

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide - Ethernet
Switching This document describes the configuration of Ethernet services, including
configuring link aggregation,

S6700 Series Switches Product Description (V200)

The S6700 series Ethernet switches are next-generation 10G fixed switches. The
S6700 can function as a core switch on a campus network. The S6700 has industry-
leading performance and provides line

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide ...

S1720, S2700, S5700, and S6720 V200R011C10 Configuration Guide - Ethernet
Switching This document describes the configuration of Ethernet services, including
configuring link aggregation,

Huawei S6720-SI Series Switches Product Datasheet

The S6720-SI is one of the multigigabit fixed switches with the highest performance
in the industry, providing line-rate multigigabit 100M/1G/2.5G/5G/10G access ports
and 40GE uplink ports. It can be
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Contact Us

Continue your research online:

Website: https://ensaa.es
Technical inquiry: https://ensaa.es/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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