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Congo fiber optic handheld light source
dynamic range 35dB

Overview

It features three wavelengths (1310nm, 1550nm, 1625nm) with a dynamic range of
35dB and 33dB, allowing for extensive testing distances of up to 160km. SHORT
EVENT DEAD ZONES - Detect closely spaced faults with a typical event dead zone of
just 0. VERSATILE CONNECTIVITY - Multiple data interfaces and compatible
connectors ensure. Fiber Optic Pro PRO-5SM-35-VFP Details Fiber Optic Pro
PRO-5SM-35-VFP OTDR New PRO Handheld 1310/1550nm SM OTDR with LTS, VFL,
Probe and Soft Case The PRO-5 Series has a 36dB dynamic range and a 1 meter dead
zone. The device features a built-in Optical Power Meter (OPM). Discover OTDR
testers that combine versatility, portability, and advanced measurement capabilities.
It supports SC/PC, FC/PC, and ST/PC connectors for versatile connectivity. Large
Battery Capacity:4000mAh Lithium Battery with power-saving technology ensures up
to 12 hours of continuous testing and 20 hours of standby, suitable for long-time
fieldwork. LED flashlight provides extra convenience. Fibershot's Optical Time Domain
Reflectometers (OTDRs) and fault locators are used to certify new fiber installations
and locate faults in deployed fiber optic networks.
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The SKYSHL SS313T-3A is a cutting-edge Optical Time Domain Reflectometer (OTDR)
designed for professional fiber testing. It features three wavelengths (1310nm,
1550nm, 1625nm) with a dynamic

Fibershot Pro-D35 OTDR - 1310nm:35dB /

Buy the Fibershot Pro-D35 OTDR with 1310nm (35dB) & 1550nm (33dB) dynamic
range. Features built-in OPM, LS, VFL, FM, and PM, 7-inch TFT touch screen,

Amazon : Otdr

Discover OTDR testers that combine versatility, portability, and advanced
measurement capabilities. Streamline your fiber optic network testing and

Fibershot Pro-D35 OTDR Test Wavelength

Whether you want to detect link layers in the construction and installation of the
optical network or precede efficient maintenance and troubleshooting, Fibershot Pro
Series OTDR is the best assistant.

Fibershot

Fibershot Mini Series OTDR with it"s light weight and design is perfect for the outside
plant environment and can be easily operated with one hand. It ensures accurate

Fibershot Handheld Optical Light Source

Combined usage with the Fibershot handheld optical power meter, it offers a quick
and accurate testing solution on both SM and MM fibers. The Fibershot Handheld
Adjustable Light Source provides 2 or 4

Fibershot Mini OTDR D35 - 1310nm/35dB

Fibershot Mini OTDR D35 features a wavelength of 1310nm/1550nm with a dynamic
range of 35dB/33dB, allowing a maximum test distance of up to 250km.

Instagram

The **Fibershot Mini OTDR D-35** is a compact, rugged handheld optical time-
domain reflectometer designed for **fiber optic testing** in FTTH and access
networks.

New & Used for sale in USA | Machinio

© 2026 ENSAA OPTICAL NETWORKS - All rights reserved



Page 3/4

2 New & Used handheld light source dynamic range 35db distributor in USA New
Fiber Optic Pro PRO-55M-35-VFP Fiber Optic Pro PRO-5SM-35-VFP Details Fiber Optic
Pro PRO-5SM-35-VFP OTDR

handheld-light-source-dynamic-range-35db-distributor

All Companies and suppliers for handheld-light-source-dynamic-range-35db-
distributor Find wholesalers and contact them directly Leading B2B martketplace Find
companies now!

Chinese handheld OTDR 1310/1550nm dynamic range

Chinese handheld OTDR 1310/1550nm dynamic range 37/35db event dead zone 1m
This product is currently out of stock and unavailable.

VIAVI FSTOTDR-PRO-I-APC Single Mode SmartOTDR w/PM, VFL,

The VIAVI FSTOTDR-PRO-I-APC SmartOTDR, with a broadband power meter, VFL and
integrated CW light source, features an increased dynamic range 37/35dB at
1310/1550nm wavelengths. PON

Optical light sources

Optical light sources Discover EXFQO''s broad range of optical light sources that cater
to various testing requirements: singlemode or multimode, polarized or non-
polarized, broadband or narrowband,

Fibershot Handheld Optical Light Source

Fibershot Handheld Optical Light Source Fibershot offers a full range of light sources
for testing single-mode and/or multimode fiber networks in conjunction with an
Optical Power Meter. A typical Laser

Mini OTDR D35 - 1310nm/35dB & 1550nm/33dB, 5" Touchscreen

Fibershot Mini OTDR D35 features a wavelength of 1310nm/1550nm with a dynamic
range of 35dB/33dB, allowing a maximum test distance of up to 250km.

NK2800 Handheld OTDR Tester, 35dB Dynamic Range with SC

NK2800 Handheld OTDR Tester, 35dB Dynamic Range with SC Connector for FTTH No
reviews yet 21 sold Shanghai T&C Network Technologies Co., Ltd. 9 yrs

VIAVI Smart OTDR E126A

Product descriptions from the supplier JDSU viavi smart otdr price 1310/1550 E126A
37/35db with laser source optical power meter VFL lolm otdr machine The
SmartOTDR E126A essential handheld fiber

Signal fire Fiber Optic Tools OTDR Fiber Tester, 1310 ...
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Signal fire Fiber Optic Tools OTDR Fiber Tester, 1310/1550nm Mini OTDR Mulit-
Function Tester, Optical Light Source W/Built in OPM/OLS/VFL,Test Rang 0.1-80Km
Dynamic Range -50dB-26dBm

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.

Contact Us

Continue your research online:

Website: https://ensaa.es
Technical inquiry: https://ensaa.es/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.

© 2026 ENSAA OPTICAL NETWORKS - All rights reserved


http://www.tcpdf.org

