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Huawei Industrial-Grade Switch Optical
Port

Overview
CloudEngine S5735I-S-V2 Series Switches | Huawei Huawei CloudEngine S5735I-S-V2
series industrial switches (DIN rail-mounted) are next-generation industria.

Key Takeaways
Huawei industrial switches support flexible GE/10GE optical uplinks with SFP/SFP+
modules, offering industrial-grade reliability and diagnostic monitoring.

Optical Port Overview

Huawei industrial switches, such as the CloudEngine S5735I-S-V2 and S5731I-L
series, provide all-GE downlink ports and GE/10GE optical uplink ports suitable for
industrial environments like smart manufacturing, transportation, and electric power.
These optical ports support SFP (1G) and SFP+ (10G) modules, enabling flexible
uplink configurations and long-distance connectivity.

Supported Optical Modules

Huawei switches are compatible with a variety of optical transceivers, including:
1000BASE-LX SFP: LC connector, 1310 nm wavelength, up to 10 km over single-mode
fiber, with digital diagnostic monitoring (DDM) support. 1000BASE-SX SFP: LC
connector, 850 nm wavelength, up to 500 m over 50 µm multimode fiber or 300 m
over 62. 5 µm multimode fiber, with DDM.

© 2026 ENSAA OPTICAL NETWORKS - All rights reserved



Page 2/5

10G SFP+ modules: For high-speed uplinks, supporting distances from 300 m to 10
km depending on fiber type and module specification. Huawei provides a detailed
datasheet listing all compatible optical modules for S series switches, including
vendor, wavelength, and transfer distance information.

Viewing and Monitoring Optical Ports

To check the status and diagnostic information of optical ports: All ports: display
transceiverSpecific port: display transceiver interface interface-type interface-
numberVerbose diagnostics: Include parameters like temperature, voltage, bias
current, and transmit/receive power. This allows network administrators to monitor
optical link health and detect potential issues proactively.

Industrial-

Grade Features

Huawei industrial switches are designed for harsh environments: Operating
temperature: -40°C to 75°CIP40 protection and isolated power input (9.
6V–60V)Protection mechanisms: Reverse connection prevention, overtemperature,
and overvoltage protectionReliable networking: Supports STP/RSTP, link aggregation,
and high-priority forwarding for industrial protocols like PROFINET and GOOSE.

Summary

Huawei industrial switches provide robust optical port options with flexible SFP/SFP+
uplinks, long-distance connectivity, and comprehensive monitoring capabilities.
These features make them suitable for industrial networking applications requiring
high reliability, environmental resilience, and simplified management. Administrators
can leverage built-in commands to monitor optical port performance and ensure
stable network operation.

Article Content

CloudEngine S5735I-S-V2 Series Switches | Huawei

Huawei CloudEngine S5735I-S-V2 series industrial switches (DIN rail-mounted) are
next-generation industrial switches that provide flexible all-gigabit access and

CloudEngine S5735I-S-V2 Series Industrial Switches (Rack–Mounted)

Huawei CloudEngine S5735I-S-V2 series industrial switches (rack-mounted) are next-
generation industrial switches that provide flexible all-gigabit access and GE/10GE
uplinks. They stand out with

Huawei S5731I-L8T2SN Industrial Ethernet Switch | 8-Port Gigabit ...
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Industrial-grade 8-port Gigabit managed switch with 2 SFP uplinks, DIN-rail mounting,
and Layer 3 Lite features for harsh environments. Ideal for factory automation and
smart infrastructure.

Huawei CloudEngine S5731I-L Series Industry Switches Brochure

Plug-and-play, auto-sensing ports, automatic identification of industrial protocols,
configuration-free VLAN and ring network, and normal power supply after devices are
connected to the power grid.

Huawei CloudEngine S5731I-L Series Industry Switches Brochure

CloudEngine S8700/6700/5700 series switches and S5735I-S/H switches are used as
central switches in industrial parks, and S5731I-L switches are used as port
extensions of central switches.

OptiXstar T863E-DE Datasheet

Overview al optical network solution. The network side des eight GE Ethernet ports.
With high-performance forwarding capabilities, the device provides ideal industrial for
various industrial

Huawei CloudEngine S5735I-S-V2 Series Industry Switches Datasheet

Huawei CloudEngine S5735I-S-V2 series industry switches (S5735I-S-V2 for short) are
next-generation standard Layer 3 gigabit switches that provide flexible all-gigabit
access and GE/10GE uplink ports.

Optical Module Solutions for Huawei S5700/S5720 Series Switches

This article summarizes several solutions for using optical modules with switches and
common problems encountered during usage, along with specific solutions.

Smart network switch

Huawei CloudEngine S5735I-H-V2 series industrial switches (DIN rail-mounted) are
next-generation industrial switches that provide flexible all-gigabit access and

CloudEngine S5731I-L | Huawei Industrial Switches | Rail Mounted

The switches are built to withstand harsh conditions, including extreme temperatures
and vibrations, which are common in industrial operations, thereby ensuring
consistent performance over time.

Optical Terminal

Huawei OptiXstar P632E is an ONU designed for scenarios such as healthcare and
governments. It provides 4 GE ports and 4 POTS ports on the user side,

What Is an All-Optical Ethernet Switch?
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All-optical Ethernet switches are a type of switch that provides optical uplink and
downlink ports, making them an ideal choice for building an all-optical campus
network. They can function as

CloudEngine S5736-S Series Switches | Huawei

CloudEngine S5736-S Series are switches designed for the Wi-Fi 6 era, featuring 24
downlink ports, four 10 GE uplink ports and one extended slot. Learn more.

CloudEngine S5731I-L Series Industrial Switches (DIN Rail–Mounted)

CloudEngine S5731I-L series industrial switches (DIN rail–mounted) are Huawei''s
next-generation industrial switches. They support flexible all-gigabit access and
GE/10GE uplink ports. The

CloudEngine S5732-H Series Hybrid Optical-Electrical Switches

CloudEngine S5732-H Series Hybrid Optical-Electrical Switches CloudEngine S5732-H
series hybrid optical-electrical switches are brand-new 10GE access switche that
provides 24-port (optical) + 24

Optical Module Solutions for Huawei S5700/S5720 Series Switches

When using switches, we may encounter many confusions, such as what types of
optical modules are needed for different models of Huawei switches, and how to
resolve issues encountered

CloudEngine S5731I-L | Huawei Industrial Switches | Rail Mounted

The Huawei Enterprise CloudEngine S5731I-L series DIN Rail Mounted industrial next-
generation switch represents a cutting-edge line of industrial Ethernet network
switches designed specifically for

Huawei S5330-HI Series Switches Product Brochure

Huawei S5330-HI Series Switches Product Huawei S5330-HI gigabit ethernet switches
are Huawei-developed next-generation agile switches that provide fixed full gigabit
access and 10GE uplink

Related Video Reference

This video was associated with the source search result. Verify technical details
against current product documentation and project requirements.
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Contact Us

Continue your research online:

Website: https://ensaa.es
Technical inquiry: https://ensaa.es/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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