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Port Aggregation of Huijue Switches

Overview

The port aggregate command aggregates specified 10GE interfaces into a 4x10GE
interface. The undo port aggregate command restores an aggregated interface into
four 10GE interfaces.

Key Takeaways

Port aggregation on Huijue switches combines multiple physical ports into a single
logical link to increase bandwidth, provide redundancy, and enable load balancing.

Overview of Port Aggregation

Port aggregation, also known as link aggregation, allows multiple physical ports to
function as a single logical channel. This improves bandwidth utilization and ensures
network reliability, as traffic can be distributed across member links and failover
occurs automatically if one link fails. Aggregation can be configured in static mode or
using LACP (dynamic negotiation), depending on network requirements.

Steps to Configure Port Aggregationl.

Prerequisites

Ensure all physical ports to be aggregated are up and in full-duplex mode. Confirm
that the VLAN attributes of the aggregation ports and member ports are identical.
Decide whether to use static aggregation or LACP for dynamic negotiation.

2.
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Static Aggregation

Enter the switch console or web management interface. Select the ports to be
aggregated. Bind the selected physical ports to a logical aggregation port.

Configure the aggregation port as a trunk port if it will carry multiple VLANs. Set the
load balancing algorithm (e.g., source IP, destination IP, or MAC-based) to distribute
traffic evenly. Save the configuration and verify that the aggregation interface is
active.

3.

LAC

P (Dynamic Aggregation)Enable LACP on the switch and select the aggregation ports.
Assign a Link Aggregation Group (LAG) number.

Choose the LAC

P mode: Active (initiates negotiation) or Passive (responds to negotiation). Configure
the aggregation port as a trunk if needed. Apply the configuration on both ends of the
link to ensure successful negotiation.

Verify the LA

G status to confirm all member links are active. 4.

Verification

Use commands like show interfaces status or show lacp to check the aggregation
status. Test traffic flow to ensure multi-interface data transmission is functioning
correctly. 5.

Load Balancing and Optimization

Adjust the traffic balancing algorithm based on network design (source IP, destination
IP, or MAC address). Ensure that broadcast and multicast traffic is handled correctly,
as member links do not forward these packets to other links.

Additional Notes
For QSF

P or high-speed interfaces, you may need to configure breakout modes before
aggregation, setting the speed of logical interfaces appropriately. Aggregation
improves network resilience, as traffic continues on remaining links if one member
link fails. Always save the configuration and, if required, reboot the switch to apply
changes.
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By following these steps, Huijue switches can effectively combine multiple physical
ports into a high-bandwidth, reliable logical link, suitable for high-traffic environments
such as offices, schools, or data centers.

Article Content
How to configure a Huijue optical port aggregation switch

Optical Module Solutions for Huawei S5700/S5720 Series Switches This article
summarizes several solutions for using optical modules with switches and common
problems encountered during usage,

port aggregate

The port aggregate command aggregates specified 10GE interfaces into a 4x10GE
interface. The undo port aggregate command restores an aggregated interface into
four 10GE interfaces. By default,

port aggregation

This document provides the configuration commands of each feature supported by
the CX11x&CX31x&CX91x series switches module, including the syntax, view, default
level, description,

Chapterl8:Link Aggregation Configuration

To aggregate multiple physical ports into a logical channel, you can use static
aggregation or LACP protocol for negotiation.

Port Aggregation Configurations

To allow port aggregation, the basic configuration on all the ports must be consistent.
The following list details the basic configuration parameters that should be consistent
on all the ports: STP

Chapter 1 Port Aggregation Commands

When configuring port aggregation, you can select the LACP negotiation mode. In
Active mode, the port will transmit the LACP packet actively for LACP negotiation; In
passive mode, the port responds to

Huawei Switch 6810: Aggregation Overkill? Can Consolidating

With its massive port density and non-blocking architecture, it handles thousands of
simultaneous connections across 10/25/100GbE ports without breaking stride.

Campus Switches RG-S5750C-28SFP4XS-H, Enterprise-Class
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Exceptional Performance and Scalability. The RG-S5750-H Series offers fixed 4 10G
fiber ports. Users can flexibly choose 10G fiber or copper ports in various quantities
to meet their actual deployment

Aggregation group, member port, and aggregate interface

The effective port rate of an aggregate interface equals the total rate of its member
ports. Only full duplex mode members are eligible for aggregation.

Port Aggregation FAQs

Port Aggregation FAQs What is the benefit of aggregating ports? Port aggregation can
increase maximum throughput, and allow for network redundancy. It does this by
splitting traffic across

Link Aggregation and Load Balancing

This insures the downstream switch is not left without connectivity. *Catalyst 9300-M
and MS390 switches will disable a port for 30 seconds if it detects a regular trunk port
on the other end of

How port aggregation do | configure double the port rate? to

How port aggregation do | configure double the port rate? to I. Scenario This solution
applies to the scenario where the traffic on a single port is insufficient so we need to
virtualize the

UniFi Switching

Intuitive Port & VLAN Management Global Switch Configuration Centralized Remote
Management MC-LAG Multi-Chassis Link Aggregation (MC-LAG) pairs two

How to configure a Huijue optical port aggregation switch

Learn Link Aggregation on Huawei Switches in 4 What you will learn in this Huawei
Config Lesson? Here, we will aggregate switch ports step by step and we will follow
the below steps: The CX31x

Port Aggregation Configurations

Overview of Port Aggregation The following sections provide information about port
aggregation, aggregation group, load balance, system priority and port priority.

Port Aggregation: Boosting Throughput and Redundancy in Enterprise ...

Connections to both MC-LAG switches simultaneously for uninterrupted performance.
MC-LAG is particularly valuable in large enterprise or data center networks where two
switches need

How to config aggragation port on reyee switch?
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Login the reyee switch which support link aggregation, NBS3100, NBS3200, NBS5100
and NBS5200 can support. Step 1: Choose Switches -» Manage to configure the
switch Step 2[JChoose

Configuring High Availability in Ruijie Switches

Hey there, tech enthusiasts! In our ongoing journey of building a hyper-converged
infrastructure (HCI), we've reached an exciting phase where we''re diving into
configuring high

Contact Us

Continue your research online:

Website: https://ensaa.es
Technical inquiry: https://ensaa.es/contact.html

This document is for preliminary research. Verify specifications against current
standards, product documentation and project requirements.
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